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CM 301 CM 302 CM 304

M 300E



Free Template Design Powerful template design with PC software

Receive Data from 3rd Party Devices Ethernet RJ45 port (on PC / Laptop)

Technical parameters

Languages Support Multi languages (English - default, Chinese, German, Japanese, Korean, Vietnamese...)

Printing Technology

Printing Objects Alphanumeric, Logos, Date/Time, Expiry date, Julian date, Shift Code, Counter/Box Lot, and Barcode

Resolution
Density

Up to 600 x 600 dpi
3 levels 

HP TIJ2.5 (Hewlett Packard Thermal Inkjet)

Operation Interface PC software

Ink Management Automatic ecognition the ink type (aqueous or solvent) and adjustment of printing parameters
Automatic nozzle_switching and cleaning of cartridges to extend lifetime
Ink consumption calculator

Ink Solution Solvent based ink for multi surface printing
Water based general purpose ink for printing on porous material

Power Supply AC 100V-240V, 50/60Hz, 2.0A, Max consumption: 138W

Operating Environment 5-60°C and 90% air humidity, non-condensing

Warranty 12 months limited warranty

Dimensions (mm)

Mounting Controller: small hanger 
Print head: anti-shock mechanism, supports side by side and upside down printing directions

Port Ethernet 100 Mbps port 

DP15 I/O port

Photo sensor port

Encoder port

Font Windows True Fonts

Printable Heights CM301: 1~12.7mm (supports up to 4 heads )
CM302: 1~25.4mm (supports up to 2 heads )
CM304: 1~50.8mm (supports only 1 heads ) 
* Maximum cartridges supported: 4

Printing Speed 30 m/min @ 600 dpi
92 m/min @ 300 dpi

Throw Distance 1~5mm

Database Support SQL, ACCESS, EXCEL, CSV, TEXT, etc.
Barcode Support CODE 11, CODE 2OF5 STANDARD, CODE 2OF5 INTERLEAVED, CODE 2OF5 IATA, CODE 2OF5 MATRIX, 

CODE 2OF5 DATA LOGIC, CODE 2OF5 INDUSTRY, EAN8, EAN13, UPC12, UPCA, UPCE, CODE 39, CODE 
39 EXTENDED, EAN UCC128, CODABAR 2, CODE 128, GS1 DATABAR EXPANDED, GS1 DATAMATRIX, 
UCC128, QRCODE, DATAMATRIX, GS1 DATABAR EXPANDED STACKED, GS1 128, QRCODE 2005

THERMAL INKJET CODER

Features
MARKIEREN UND KENNZEICHNEN MIT DER MODELLREIHE CM 300E
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Bis zu 147m/min bzw. 294m/min im HighSpeed Modus je nach AuflösungDruckgeschwindigkeit

Alphanumerische Zeichen, Logos, Datum/Zeit, Haltbarkeitsdatum, julianisches Datum, Schichtcode, 
Zähler / Chargencode und Barcodes

Mögliche Zeichen

HP TIJ2.5 (Hewlett Packard Thermal Inkjet)
Halter für eine Kartusche: 1 – 12,7mm (max. 4 Stück)
Halter für zwei Kartuschen: 1 – 25,4mm (max. 2 Stück)
Halter für vier Kartusche: 1 – 50,8mm (max. 1 Stück)

Drucktechnologie

Auflösung 150 – 600dpi (3 Stufen optischer Dichte)

Abstand zum Packstück 1 – 6 mm

Anschlüsse Ethernet 100 Mbps, USB 2.0, DP15 I/O
Eingang für externe Fotozelle und externen Drehgeber

Tintenverwaltung Automatische Tintenerkennung mit Einstellung der Druckparameter
Düsenreihenumschaltung, Düsenreinigung automatisch oder manuell
Tintenverbrauchsrechner

Halterung Controllerhalterung und Anti-Schock-Mechanismus für Druckkopf,  
für Druckausrichtungen seitlich oder kopfüber

Tinten Wasserbasierende Tinten für poröse, halbporöse Oberflächen, u.a. auch Eier
Lösemittelbasierende Tinten für halb- und nichtporöse Oberflächen
Verschiedene Tintenfarben: Schwarz, Rot, Grün (auf Anfrage), Blau

Stromversorgung AC 100 – 240V, 50/60Hz, 2A, Maximaler Stromverbrauch: 138 W

Betriebsumgebung 5 – 60°C und 90 % Luftfeuchtigkeit, nicht kondensierend

Garantie 12 Monate

Abmessungen s.h. unten

Alle gängigen 1D oder 2D CodesUnterstützte Barcodes

SQL, ACCESS, EXCEL, TEXT, usw.Unterstützte Datenbanken

Windows True FontsSchriftarten

Arabisch, Portugiesisch, Chinesisch, Holländisch, Englisch, Deutsch, Koreanisch, Spanisch,  Russisch ... Unterstützte Sprachen

Über Windows-Anwendung auf externen PC mit freiem VorlagendesignBedienung 


